
METER TERMINATIONS AND BRACKETS 
•   Available in 7 configurations.
• 1/2, 3/4 and 1 inch sizes are available in either 6 or 12 inch lengths.
•  Meter termination bracket mounts to one stud.
•  Meter stud bracket mounts between 2 studs.

STUB OUTS
•  Meter term stub out (available in 2 sizes -1 X 6 inch and 1 X 12 inch).
•  Appliance stub out. 
•  Fireplace stub out.

PROTECTION DEVICES
•  Striker plates protect TracPipe®CounterStrike® from puncture threats.
•  Heavy gauge, heat-treated for resistance to physical threats.
•  Available in 5 configurations: Quarter striker, Half striker, Three   

 quarter striker,  Full striker, 6-1/2 inch x 17 inch striker
•  Floppy steel conduit is available for all TracPipe®CounterStrike® sizes.
•  In 1 foot cut lengths (up to 1 inch size) and coils for additional 
 protection.

EXCESS FLOW VALVES
•  Seismic Safety.
•  Appliance “AFD Series” shuts off gas to individual  

 appliance if flexible connector fails.
•  Meter “LFD Series” shuts off home’s piping system if  

 rupture occurs downstream.
•  Automatic reset using the bypass flow feature when gas line 
 is repaired.

OmegaFlex® offers the widest range of CSST accessories  
to compliment our TracPipe®CounterStrike® corrugated  
stainless steel tubing and AutoFlare® self-flaring fittings.

PRODUCTS AND ACCESSORIES
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TEES
•  Available in a complete range of sizes (3/8 inch to 2 inch) 
 and 29 configurations.
• Reduce potential leak points.
• Eliminates black iron tee and 3 straight fittings.

REDUCING FITTINGS
• Eliminates 2 black iron fittings.
• Available in 3 sizes.

FEMALE PIPE FITINGS
• Eliminates black iron coupling.
• Available in 4 sizes.

TERMINATION MOUNTS
• Connects TracPipe®CounterStrike® to movable appliances.
• Available in straight, 90 degree and 90 degree valve.

FLANGE FITTINGS
• Termination-Connects TracPipe®CounterStrike® to 
 movable appliances.
• Available in straight, 90 degree and 90 degree valve.
• Corrosion resistant brass flange.

KEY VALVE BRACKET
• Rigid mount for attaching fireplace key valves.
• Available in three sizes.

AUTOFLARE COUPLINGS
• Join 2 lengths of TracPipe®CounterStrike® without a 
 black iron coupling.
• Available in all 7 sizes 3/8 inch to 2 inch.

METAL WALL BOX
•  Includes appliance valve.
• Available in 3 sizes.
• Fire rated to UL 1429.
•  Recessed installation for professional, finished appearance.

GAS LOAD CENTER
•  Includes Manifold Bracket and Label.
• Size: 14.5 inch X 24 inch inside.
• Fits between 16 inch on-center studs.
• Depth: 4.25 inch accommodates all -3 and -5 regulators.

MANIFOLDS AND BRACKETS
• 4 port manifolds available in three sizes:
 1/2 inch female outlets (inlets 1/2 inch and 3/4 inch).

3/4 inch female outlets (inlets 1 inch and 1-1/4 inch).
1 inch female outlets (inlets 2 inch and 1-1/2 inch).

•  2 port stackable manifolds available in 2 sizes.
•  Stackable manifolds can be stacked in-line for additional outlets:

1/2 inch female outlets (inlets 1/2 inch female and 1/2 inch male).
1/2 inch female outlets (inlets 3/4 inch female and 3/4 inch male).

• Brackets are available for all small manifolds (1/2 inch outlets).
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